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Film wind lever 
Levier d’armement™ 


Shutter release button 
Declencheur 


exposure counter 
Réglage de la cellule 


Self-timer 
retardement 









Film speed dial Shutter speed dial Rewind knob crank 
Réglage de sensi- | Reéglage de sensibil- Bouton de réembobinage 
bilite du film ite du film avec manivelle 

















Film type reminder 
Pense-béte 


Film in camera indicator 
Indicateur de film dans 
Vappareil de 
photographie 


Aperture settings 
Bague des diaphragmes 


Focusing ring 
Bague de mise au point 


Meter “‘lock-on’’ switch 
Bouton de mise en contact 
de la cellule 














Back cover lock lever 
Levier de fermeture du boitier. 


X syne. terminal Film Advance Sprocket Film rewind button 


Contact pour synchronisation “’X"’ Roue dentée. Bouton de réembobinage 


M syne. terminal 
Contact pour synchronisation ‘‘M’’ 





Film take-up spool 
Bobine réceptrice. 













































































i} 2 Tripod socket 
~ filetage pour trépied 
Diaphragm control lever. 
Levier du controle de diaphragmes. 
Battery compartment cover 


Couvercle du 
Compartiment batterie 


CdS Battery: 
CdS batterie: 
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Inserting Battery 
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1. Remove the Battery Compartment Cover by 1. Dévisser le couver du con t ‘ 4 | 
turning it in the direction of the arrow with J’une de monnaie | 


a coin. 2 
2. Install the battery in the compartment, making 


sure that the (+) side faces up. Install battery 
(MALLORY PX 675) or (BURGESS BPX 
675). 
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batterie en vous 





Film Loading Instructions 








1. Push the Back Cover Lock Lever in the direc- 
tion of the arrow and the Cover will spring 
open. 

Pull out the Film Rewind Knob and place 
the film casset in the Film Chamber. Then, 
push the Film Rewind Knob back into nor- 
mal position. 


Instructions pour charger le film 


As 
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Pousser le levier d’ouverture en direction de 
la fléche, et le couvercle s’ouvrira auto- 
matiquement. 

Tirer vers l'extérieur la partie supérieure de 
la bobine d‘enroulement du film, et mettre 
le film. Remettre la bobine a sa position 
normale. 


— nnn ne 


Inserting Film 
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3. Insert the film leader into the Take-up Spool 
Slot and gently wind the film forward enough ' rice ¢ ites | 
to wrap the end securely round the take-up liv it bier 
spool. Make sure the sprocket teeth engage in le | 
the perforations in the film. Jans les perforati 1 film 

4. The Exposure Counter sets automatically to 4 Le compteur de prise d Y it 
“S"" (Start) Upon closing the back cover. natiquemen tart) apres fermetur 
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Exposure Counter Compteur de p I 




























































































































































































































































































































































































5. Advance the film by alternately Operating the ! ire < elliculs n mar ‘an 
Film Advance Lever and depressing the le levi | emen i n 
4 Shutter Release Button until the Exposure yOuar ur 1éclencheur d’obturateur 
Counter indicates the figure “1. You are usgu’a ce que | tet ages indique 
then ready to shoot your first picture. The : ( tes prét a) ( t ar 
Exposure Counter shows you the number of photo. Le compteur d’imag lique tou 
the exposed frames. 
ae (5) 
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Film Type Reminder 

Make sure to set the type of the film on the Film 
Type Reminder, so you will always know what 
film is in the camera. 

Use: 


REVERSAL for transparancy type film + 
COLOR Kor negative type color film 

daylight type 

( tungsten type 

PANCHRO _ for black & white film ’ 
“Pense—Bete”’ 
!l faut s‘assurer qu’on a indique le type du film au \ 
mémento afin de savoir toujours quel film est 7 
dans l'appareil. 
REVERSAL pour film couleur du jour. 
COLOR pour film négatif couleur (lumiére | 

du jour). ° 
COLOR pour film couleur lumieére artificiel- 

le. 





PANCHRO pour film noir et blanc. 
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1. 


2. Push in the Film Rewind Button on the base 


Unloading the film P 





















































When the Exposure Counter indicates the 1. Lorsque. le 
figure “20” (36” in case of a 36-exposure (ou “3 
film), the film has been completely exposed. 





e€ cnittre 








of the camera. There is no need to keep 
pressing it during the rewinding operation. 
When new film is loaded in camera, the button 
will pop up automatically. 




















3. Fold out the Rewind Crank-Handle on the — 3. 
Film Rewind Knob and turn it in the direc- 
tion of the arrow. 4 

4. Before the film-end slips off the Take-up 
Spool, you'll feel a slight resistance, but keep 
turning the Crank-Handle. 

5. Stop rewinding when the Crank-Handle rotates 4 
freely. Open the Back Cover and take out the 
exposed film. 
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Exposure Control 


Film Speed Setting 

Lift ring on Shutter Speed Knob and turn Film 
Speed Dial until ASA/DIN film speed number for 
film in use is aligned with mark in the window on 
the Shutter Speed Dial. The lines between the 
settings on the Film Speed Setting Dial indicate the 
intermediate film speeds. Select the desired shutter 
speed, 1/60th or faster for hand held shots. 


Controle de I’exposition 


Reglage automatique selon la rapidite du film 

1. Tourner le bouton des vitesses pour mettre 
en place la sensibilité (ASA/DIN) du film qui 
apparait dans la fenétre. Les séparations entre 
les sensibilités de film indiquent les sensibilites 
intermédiaires. 

2. Choisir le temps de pose, 1/60 de sec. ou 
plus rapide pour prises de vue instantanées. 
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Aperture Setting 


1. Move meter switch down to ON position. 
The electric eye system is now operative 
and will remain so until shutter is released, 
after which the meter switch will automa- 
tically return to OFF position. Return 
switch to OFF position manually when not 
actually taking pictures to conserve battery 
life. 

2. Move Aperture Setting ring and observe nee- 
dle movement in Viewfinder. Move needle to 
center of marker for correct exposure set- 
ting as illustrated on page 11. ( 
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Perfect Exposure Exposition parfaite 
Correct Exposure 


1, This position illustrates where needle should be for correct 
exposure. 


Exposition Correcte 

1. Cette position indique ot I’aiguille doit se trouver pour une 
exposition correcte. 

Over-Exposure 

2. When the needle is in the upper half of scale, it warns of over 
exposure. Select a faster speed or a smaller aperture. 

Surexposition 

2. Lorsque I’aiguille déborde du centre vers le haut, elle avertit 
qu'il y a surexposition. Choisir une vitesse plus grande ou 
une ouverture d’objectif plus faible. 

Under-Exposure 

3. When the needle is in the lower half of scale, it warns of under- 
exposure. Select a slower shutter speed or a larger aperture 
setting. 


Sous-Exposition 


3. Si I’aiguille déborde du centre vers le bas: sous- 
exposition. || faut choisir selon le cas une vitésse d’obturation 
plus lente ou une ouverture plus large. 
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Focusing Mise au point 1. The argus fully automatic diaphragm sys- 
tem permits easy, fast focusing, and compo- 
sition through the viewfinder at full aperture. 
Look through the finder and turn focusing 
ring until the picture image on the focusing 
screen appears crisp and clear. 

' 2. The micro focusing spot is provided to insure 

99 8 9 perfect focus. When the image within this 

oy 9% Bh 9 circle is perfectly clear, you are in sharp fo- 
r f cus. 
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Depth of Field 


When you focus your camera on a subject at a given 
distance, the area in the foreground and background 
over which the picture appears acceptably sharp is called 
the depth of Field. The depth of field scale on lens 
barrel lets you know the depth of field of your lens. If 
subject is at 15 feet and the aperture setting is £/8, all 
objects within the range indicated by the figure on both 
sides of red index (approx. 10 to 30 feet) will appear 
clear & sharp in the picture (in case of f;1.8 Lens) 


lott Me 
16 184 Bit 16 


6 11 8 56 4 
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Automatic Aperture 

=, } 1. Set lever at “A’’ for Automatic Aperture. 
aoa Lens will automatically stop down to meter 
] | setting when set in this manner. 
; | 2 


For Manual Control of aperture set on ““M” 


Ourverture automatique 


1. Mettre le levier a “A” pour l’ouverture auto- 
matique: elle se fait immédiatement. 

2. Mettre le levier a ‘’M”’ si l’on désire l’ouverture 
non-automatique. 





a Photography 

. This camera has M & X Flash Synchroniza- 
tion. For strobe flash plug flash cord into 
“X" socket and for M class bulb flash attach- 
ment plug into ‘‘M” socket. 

2. Sync. speeds are 1 sec. to 1/125 for Electron- 
ic flash and all shutter speeds for M class 
Flash bulbs. 












Self Timer 

1. Advance the film for next picture. 

2. Push the Self Timer Lever down counter 
clockwise from the vertical to a horizontal 
position. 

3. Press shutter release button and shutter will 
trip approximately 8 seconds later. 
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For Special Light Condition 


B Setting 
_ Your camera is equipped with a Bulb Setting 
which means shutter will remain open for as long 
as shutter button is depressed. This setting is 
used for time exposures over 1 second and spe- 
cial effects. 


Cable Release 


The use of a cable release is recommended when 
using slow shutter speeds or bulb (B) exposure. 


Mount the camera on a tripod and screw a cable 
release into the socket of the Shutter Release 
Button. 


Déclencheur souple 


L'utilisation du déclencheur souple est recom- 
mandée aux vitesses lentes et a la pose B. 
Monter le déclencheur souple sur le bouton de 
déclenchement. 
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Eclairages spéciaux 


Pose 

Votre appareil est equipé d’un deélencheur ‘’B” 
qui laissera l’obturateur ouvert tant que le 
bouton d’obturateur sera abaissé. Ce processus 
sera employe pour une exposition de plus d'une 
seconde ainsi que pour les effets spéciaux. 
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Index for Infra Red 


The red index on the right side of the focusing 
index mark is used when taking a picture on 
an infra-red ray film. Focus the camera on your 
subject in the ordinary manner and set the 
distance reading to this red index. The f/2.8 lens 
does not have an infra-red index mark. 


Mise au point pour a l’infrarouge 


Pour prender une photo sur une pellicule infra- 
rouge, mettre en oeuvre ‘aiguille rouge 
se trouvant sur le coté droit du repére de I‘aiguille 
rouge de mise au point. Mettre au point 
l‘appareil photographique sur Vobjet ordinaire- 
ment et régler Il‘indication de la distance sur cette 
aiguille rouge. L’objectif £/2,8 n'est pas pourvu 
de repeére d’aiguille rouge. 


Film Plane Mark 


The red mark on the camera top indicates the 
position of the film plane. In close-up photo- 
graphy, it is advisable to measure the distance 
from this mark to the subject in order to secure 
proper focus settings. 


Plan Film 


La marque rouge sur le dessus du boitier indique 
la position du plan film, c’est a dire que de la 
seront faites toutes les mesures pour des photo- 
graphies de trés pres. 4 


Lens Interchangeability 


. Your argus camera will accept Cosinon or 
Pentax type accessory telephoto and wide 
angle lenses as well as many other accessories. 
. Mounting is easy. Turn lens counter clock- 
wise to remove and clockwise to attach. 

Whatever lens is mounted on your camera, 
the precise thru the lens metering systems 
and Luminous Viewfinder remain unchanged. 
. Ask for Cosinon “Auto’’ or Pentax type 
“Auto’’ Lenses for complete Automatic Ex- 
posure Control as described on page 14. 


Objectifs Interchangeables 


1. A votre appareil Argus s'adapteront les 
accessoires de téléobjectifs et les lentilles 4 
angle vaste du type Pentax, ainsi que bien 
d’autres accessoires Pentax. 


2. La fixation est facile:il suffit de tourner 


l'objectif vers la gauche pour l'enlever, vers 
la droite pour le fixer. Cependant l‘objectif 
monté sur votre caméra, les systémes de 
mesure précise par lentille et le viseur 
lumineux restent inchangés. 


Mettre les lentilles “Auto” de Cosinon, ou 
“Auto” de type Pentax pour le controle 
d’exposition automatique, comme indiqué a 
la page 14. 








Specifications of argus Single Lens Reflex Cameras 


Lens: 


Shutter: 
Viewfinder: 
Exposure Meter: 
Film Transport: 
Other features: 


Lens shade 
& filters: 


Dimensions: 
Weight: 


Auto Cosinon 55mm /1.4 5-group 7-element lens and 50mm f/1.8 4-group 
6-element lens stop down to f/16, Auto Cosinon 55mm £/2.8 3-group 4-element 
lens stop down to f/22. 

Copal Square metal focal plane shutter with speeds from B, 1 to 1/1000 sec., 
self-timer; M-X synchronization. 

Reflex viewfinder with fresnel screen, micro split-image focusing spot; meter 
needle visible in the finder. 

Matching-needle Thru-the-Lens CdS meter coupled to shutter/aperture set- 
tings; meter needle visible in the finder; ASA range 25-1600. 

Single-stroke film wind lever advances film, sets shutter, counts exposure and 
prevents double exposure. 

Automatic re-setting exposure counter, film type reminder, film in camera 
indicator and diaphragm control lever. 


Lens Screw-in type Slip-on type 
2.8 & f1.8 49mm 51mm 
1.4 55mm 57mm 
5.7 in (W) x 3.84 in. (H) x 3.68 in. (D) 

1.94 Ib. 
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Auto-Cosinon 55mm f/1,4: 7 éléments, 5 groupes et 50mm f/1,8: 6 éléments, 
4 groupes, ramener l’ouverture de |l’objectif a f/16. Auto Cosinon 55mm f/2,8: 
4 éléments, 3 groupes, ramener l’ouverture de l’objectif a f/22. 

' A rideaux métalliques Copal Square, vitesses: B, 1 seconde au 1/1000e, retar- 
dateur, synchronisation ‘‘M"' et “X". 
Visée Reflex avec dépoli Fresnel et pastille centrale de mise au point, aiguille 
de la cellule dans le viseur. 
Mesure a travers l’objectif avec aiguille dans le viseur couplée aux vitesses ou 
ouvertures, réglage des sensibilités de 25 a 1600 ASA. 
Par levier avec armement de l’obturateur avancement du compteur d’images et 
impossibilité de double exposition. 
Compteur de pose retournant automatiquement a sa position, mémorisateur du 
type de pellicule, indicateur de la pellicule contenue dans la caméra at levier de 
commande du diaphragme. 


Objectifs Avis A emboitement 
£2,8 et f1,8 49mm 51mm 
f1,4 : 55mm 57mm 
145mm x 96mm x 92mm avec objectif f. 1,8 


725g 
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WARRANTY 


Your Argus/Cosina camera is guaranteed by Argus Incorporated against defects of materials and/or workmanship for 
a period of twelve months from the date of purchase. 

Should your camera fail to operate during this period, return it, insured and postage prepaid with $1.00 for handling, 
to the Argus Factory Service Center, or to an authorized Argus Service Station, If your Argus/Cosina camera has not 
been abused, altered or tampered with, service will be rendered and necessary parts replaced without cost to you during 
this warranty period. : 

“Warranty valid for the original retail purchaser and only if the date and place or original purchase, along with a des- 


cription of the difficulties encountered are included. 


GARANTIE 


Votre caméra Argus est garantie contre tout défaut de matériel ou de fabrication pour une période de douze mois a 
compter de la date d’achat. 

Sivotre caméra ne fonctionnait pas pendant cette période, renvoyezla & Argus Factory Service Center, (frais d’envoi 
gratuit) ou a un detaillant Argus reconnu. Si votre caméra n’‘a pas été maltraitée, modifiée ou: démonteée, elle sera 
réparée et toutes les pices nécessaires seront remplacées gratuitement. Cette garantie est valable uniquement pour 


le premier acheteur et seulement si la date et lieu d’achat d'origine, ainsi que la description des Défauts sont mentionnés, 


BJ 


Printed in Japan 


71-12/5000 


